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DISPLAYPORT6F-PRO 
6ft DisplayPort 1.2 Male to Male Black Cable For Resolution Up to 3840x2160 (4K UHD) 

Features: 
• DisplayPort 1.2 Male to Male
• PVC Jacket
• Color: Black
• Length: 6ft
• 4K UHD Output Resolution
• Plug and Play

Product Description 
This is a 6ft DisplayPort male to male black cable for connectivity between display devices. This device offers a 
maximum resolution of 3840x2160 (4K UHD). This part is designed to fit your application needs by providing 
DisplayPort 1.2 to DisplayPort 1.2 connectivity. Our 100% tested DP to DP cables are backed by a 3 year 
warranty and are guaranteed to work the first time. 
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General Specifications 
Parameter DisplayPort Cables 

Product Type Audio/Video Cable 

Cable Length 6ft 

Connector Type 2x DisplayPort 1.2 (20-Pin) Latching 

Connector Gender 2x Male 

Max Resolution 3840x2160 

Color Black 

Included in Package 1 DisplayPort Cable 

Mechanical Specifications 

Serial Number Material Description Quantity Unit 

1 Cable Spec. (1P*30#+D+AL+ML) *5+5C*30#+ML+AL+D+B; OD7. 2; Black 50 CM 

2 Plug DP Male, Gold-Plated 2 PCS 

3 Housing Top Shell ABS 36. 6*20. 2*6. 1mm; Black 2 PCS 

4 Housing Bottom Shell ABS 36. 6*20. 2*6. 1mm; Black 2 PCS 

5 Clamp PA66 14. 8*4. 7*3. 1mm; Black 2 PCS 

6 Internal Model LDPE Transparent 5.5 g 

7 External Model 60P PVC; Black 2.3 g 

8 Cap PE Foggy Surface 2 PCS 
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About Us: 
Proline Options is one of North America's leading providers of transceivers and high speed cabling. With a 
reputation for quality, tested products that cover the connectivity spectrum, Proline Options has a solution for 
you regardless of the specification. 

At Proline Options, every product is tested in its intended application - never batch or spec tested only. We run 
bandwidth, distance and IOS network tests. We have documented an impressive 0.03% failure rate over the 
last 10 years. To continue this rate of success we invest millions annually in our own on-site testing lab. 

Tel:     855.933.3223 
Email: sales@prolineoptions.com 
Email: techsupport@prolineoptions.com 
Web: https://www.prolineoptions.com 


